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Style: 2010 (E636D)                                                   Polartec® Power Dry® -FR 

 

PRODUCT INFORMATION 

General Description:  Midweight  Jersey Heather 

  

 
 Weight: 7.5 Oz. Per Square Yard Tolerance: +/- 7.5% 

 254 Gm. Per Square Meter Tolerance: +/- 7.5% 

  
Width: 58 in. Tolerance: Plus 2 in.   

 147 cm. Tolerance: Plus 5 cm  

 (Minimum cuttable width inside pins)  

  
Fiber Content: 

 

66% Modacrylic/ 29% Rayon/ 5% Spandex®  
(Tolerance per fiber +/- 3 percentage points) 

   
Surface Characteristics: Face: Jersey 

 Back: Jersey 

  
Standard Piece Length: 62 yards 56 Meters 

  
Care: Machine wash warm.  Tumble dry low. Do not bleach. Avoid the use of fabric softeners.  Do not iron and do not dry 

clean.  For best results, launder garment separately. 

  
  

DESCRIPTIVE DATA 
 

 

Test 

 

Test Method 

 

Specification Requirement 

Colorfastness to Crocking AATCC 8 
Minimum Specification 
Wet: 3 
Dry: 4 

Wicking Polartec® Internal Method 
Minimum Specification 
PASS 

Pilling ISO 12945-1 Minimum Specification:   4 

Stretch, Loose Fit  ASTM 2594 
Minimum Specification 
Length: 30% 
Width: 30% 

Shrinkage AATCC 135 
Maximum Specification 
Length: 7% 
Width: 7% 

Arc Rating NFPA 70E (ASTM 1506)  
Hazardous Risk Category: 1 
Arc Rating: 6.6 Ebt  

Flame Resistance ASTM D 6413 
Minimum Specification 
PASS (Char Length: Max 6in, Afterflame: Max 
2 sec, no melt or drip) 

Flame Resistance ISO 14116 
Minimum Specification 
PASS (Index 3) 

Flame Resistance ISO 11612 
Minimum Specification 
PASS (Class A, B1, C1) 

Washfastness AATCC 61 
Minimum Specification 
Polyester & Cotton: 3 


